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► These compact modules provide great versatility for a wide range of 
mounting 

► Surface, Flush or Deck mount LED flashing modules
► All modules are gasket sealed, waterproof for external mounting 

applications
► Multiple flash patterns built-in
► Synchronous or alternate operation
► Each module has 12 led 
► Input Voltage: 12-24 VDC Nominal
► Meets SAE Class 1 Standards
► Available colors:

Single colors:
Dual colors:  
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8820 George Bolton Pkwy. Bolton, Ontario L7E 2Y4  ■  Tel: 905-951-9997 ■   Fax: 905-951-0019
ISO 9001:2008 Registered Company

GT2S12-XGT2S12-X

GT2D12-XGT2D12-X

GT2F12-XGT2F12-X

AVAILABLE BRACKETS AVAILABLE BRACKETS 
(Must use the GTD Lights for the following brackets)
936-0518A - Double Stacked DRCS110 Mount
936-0521A - Surface Mount L Bracket, 2” Tall
936-0522A - Surface Mount L Bracket, 4” Tall
936-0523A - Surface Mount L Bracket, 2” Tall Double
936-0524A - Surface Mount L Bracket, 4” Tall Double
936-0525A - Surface Mount L Bracket, 2 Units Stacked

936-0521A936-0521A 936-0523A936-0523A

936-0525A936-0525A936-0522A936-0522A 936-0524A936-0524A

G E N E S I S  L E D  L I G H TG E N E S I S  L E D  L I G H T
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G E N E S I S  L E D  L I G H T  
D I M E N S I O N S

GT2S12-XGT2S12-X

GT2D12-XGT2D12-X

GT2F12-XGT2F12-X


